
 
ASSEMBLY INSTRUCTIONS 

 
Congratulations on purchasing your SLIMLITE LIGHT FRAME, a new and innovative marketing tool. 
Your SLIMLITE LIGHT FRAME comes complete and ready to install, however, be aware that it contains 
electrical components and due care is to be exercised when installing. 
 
The basic components of your SLIMLITE LIGHT FRAME are shown in the diagram below. 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

Opening Slimlite Light Frame, Removing Clear Protective Cover Sheet 
and Graphics Transparency 

 
Step 1. Open clamping frames by rotating them in the directions of the arrows shown on diagram 1, 

commencing with the shorter sides first, followed by the longer.  The clamping frame springs offer 
some resistance; therefore, it is recommended to open the frames using the following technique. 
 
Using both hands, grip the clamping frame with your thumbs on the outside edge and fingers on the 
inside edge.  With a squeezing action, pull the frame toward you approximately two (2) millimetres 
and then with an upward rotating action, open the frame.  Once the frame has been opened to the 
upright position, it will remain open until closed. 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
Step 2. Remove the Clear Protective Cover and graphics transparency.  Peel off the protective plastic sheet 

from the Clear Protective Cover. 
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Mounting Slimlite Light Frame 
 
Step 1. For wall-mounted applications, select fasteners suitable for the applicable wall lining and sized to 

adequately carry the weight of the Slimlite Light Frame, (your local Hardware stockist can assist you 
with the correct fastener selection).  Drill holes through the frame as shown on diagram 2 and fix 
frame to wall.  Ensure all metal shavings are cleaned from inside the frame after drilling holes. 

 
 
  
 
 

Due care is to be exercised when drilling holes; 
electrical components exist. 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

 
 
 

Replacing Graphics Transparency, Clear Protective Cover 
and Closing Slimlite Light Frame 

 
Step 1. With the frame in the open position, place your graphics transparency on top of the acrylic backing 

and nestled between the two fluorescent tube light containers. 
 
Step 2. Place the Clear Protective Cover on top of the graphics transparency, nestling between the two 

fluorescent tube light containers. 
  
Step 3. Commencing with the longer sides first, followed by the shorter, grip the clamping frame as 

previously mentioned in Opening Slimlite Light Frame – Step 1 and close with a downward rotating 
and squeezing action. 

 
 Step 4. After closing the clamping frames, some adjustment to the corner joints may be required to achieve 

a neat fit.  Use one’s thumb to push down on the corner joint, relieve any tension between each of 
the frame lengths at the corners by using a slight outward action (a used during open/close). 
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